
Custom Fabricating & Supplies 

5500 West Oakwood Park Drive; Franklin, WI  53132 

P: 414.421.2600  ~  T/F:  800.556.7188  ~  F:  414.421.2700 

www.customfabricate.com 

Specification Sheet 

 

DESCRIPTION: 

Self-adhesive film for temporary surface protection.  PMP is used for the protection of surface finishes from dirt, scratch-

es and tool marks during handling, transport and storage, forming and assembly. 

 

PRODUCT APPLICATIONS: 

Protected Materials—stainless steel #3 or #4 and 2B finish—cut to length operations; mill finish aluminum; and precoat-

ed metals. 

Surface State—smooth, low gloss, lightly structured, and matte 

 

TECHNICAL DATA: 
The following data are nominal values based on PSTC, ASTM and other standard tests. 
 
Film Type        Polyethylene 
Color         Clear Blue 
Type of Adhesive       Acrylic  
Thickness    PSTC 133   50µm   2.0 mils 
Adhesion to Stainless Steel (2 BA) PSTC101   50 cN/cm  4.5 oz/in 
Backing Strength    
 Machine Direction   ASTM D882   .98 daN/cm  5.6 lbs/in 
 Transverse Direction   ASTM  D882   .80 daN/cm  4.6 lbs/in 
Elongation at Break 
 Machine Direction  ASTM D882   400% 
 Transverse Direction  ASTM D882   500% 
 
RoHs / REACH COMPLAINT: 
This Product Complies with the European Unions “Restriction of Hazardous Substances” (RoHs) initiative and 
European REACH regulation.    
 
 
 
 
 

  
 

 

PMP—Blue Polymask 

Note:  The above data should be considered representative only and should not be used for specification pur-
poses.


