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Specification Sheet

Product Name

SAT - Self-Fusing Silicone Tape

Description

SAT fuses to itself only. No adhesive, great for wrapping long shafts or tubes—SAT conforms to
any shape—excellent for masking irregular parts.

Applications

Recommended for Powder coating, e-coating, plating, & painting.

Properties Test Method Performance

Operating Continuous -54° C to +260° C (-65° F—+500° F)
Temperature Range Intermittent -65° C to +260° C (-85° F—+500° F)
Dielectric Strength ASTM D-149 0.010”-0.030” 400 VPM

Minimum 0.040 300 VPM

Short Time 0.050” 275 VPM

(1/4: Electrodes) 0.070—0.080” 200 VPM

Dielectric Constant, 1TKHZ 2.95

Dissipation Factor, 1 KHZ <.0004

Volume Resistivity ASTM D-257 3X10140HM/CM
Cold Brittle Point, MAX ASTM D-2137 -65°C

Water Absorption

FED, STD, 601 Method 6251

3% Max by Weight

Tensile Strength

ASTM D-412

700 PSI Minimum

Ultimate Elongation

ASTM D-412

300% Minimum

Aging Property

ASTM D-412

Retention (100hrs @ 500° F)

Tensile 75%
Elongation 50%
Tear Resistance 85 PS|

Durometer Hardness

50 Shore Durometer (Room Cured
24hrs)

Tolerances
Thickness +/-.002”
Width /-.0625”

NOTE: (1/2”-1 1/2”) meets or exceeds U.S. Military Spec AA-59163 (formerly MIL [-46852C) Type Il,
Triangular Guideline and Type |, Rectangular Self-Fusing Silicone Rubber Tape.

The information on this data sheet is based on laboratory test data we believe to be accurate, relevant and reliable. Please look upon these values as guides rather than absolutes. Since
actual service conditions for a given application may vary substantially from standard laboratory conditions, specific recommendations or warranties relative to a specific end use cannot be
made. The buyer is urged to conduct its own investigations and qualification tests to determine suitability for its intended application. CFS shall not be liable for any damages arising out of the

use of any of its guide specifications.
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