
 

The information on this data sheet is based on laboratory test data we believe to be accurate, relevant and reliable. Please look upon these values as guides rather than absolutes. Since 

actual service conditions for a given application may vary substantially from standard laboratory conditions, specific recommendations or warranties relative to a specific end use cannot be 

made. The buyer is urged to conduct its own investigations and qualification tests to determine suitability for its intended application. CFS shall not be liable for any damages arising out of the 

use of any of its guide specifications. 
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Specification Sheet 
 
Product Name 
SPVC—Black PVC Heavy-Duty Sandblasting & Stencil Tape 
 
Description 
SPVC is a 20 Mil pipe wrap and surface protection tape. Provides electrical protection; protects 
pipe joints, conduit couplings for overhead or direct buried applications, excellent masking tape 
for hard chrome plating and anodizing. Provides an effective vapor and moisture barrier. It is 
highly conformable and resistant to aging, sun, water, fungus, bacteria, oil, acids alkalies and 
corrosive chemicals. It provides good abrasion, impact and rupture resistance. 
 
Technical Properties 

Backing Soft PVC (Polyvinyl Chloride) 
Color Black 
Adhesive Rubber 
Total Thickness 20 Mil (0.50mm) 
Adhesion to Steel 11 oz/in 
Tensile Strength 32 lbs/in 
Elongation 300% 
Temperature Resistance -14° F to 176° F (-25° C to 80° C) 
Flame Resistance UL510 

 
Shelf Life 
Tape should be stored in a cool, dry area at 70° F (21° C) and 50% relative humidity. 


